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Product Information Sensors and Instrumentation

Accessories
Cables and lines

Extension cable VKA

Extension cable, NiCr-Ni
Silicon compensation cable with DIN-plug and DIN-coupler

1.

VKA -

1. Cable length
1m 1 meter long
2m 2 meter long

Silicon cable

Silicone cable with Teflon screened leads (max. 200°C)
S2P: silicone cable, 2-pole (2 x 0.25 mm²) highly flexible
S4P: silicone cable, 4-pole (4 x 0.14 mm²) insulation 2x blue, 2x 
white

1. 2.

S P -

1. Number of leads
2 2-pole cable
4 4-pole cable 

2. Cable length
xx desired length in m (e.g. 04 = 4 m)

Glass silk insulated cable

Glass silk insulated cable with stainless steel braiding 
(max. 400°C), 2-, 3- or 4-pole (0.22 mm²) 

1. 2.

G P -

1. Number of leads
2 2-pole cable
3 3-pole cable
4 4-pole cable

2. Cable length
xx desired length in m (e.g. 04 = 4 m)

Teflon insulated cable

Teflon cable with Teflon isolated leads 
(max. 250°C), 2-, 3- or 4-pole (0.14 mm²) 
T3P and T4P with additional shielding

1. 2.

T P -

1. Number of leads
2 2-pole cable
3 3-pole cable
4 4-pole cable

2. Cable length
xx desired length in m (e.g. 04 = 4 m)

PVC-line

PVC-line (max. 70°C), 2-, 3- or 4-pole (0.14 mm²) 
1. 2.

P P -

1. Number of leads
2 2-pole cable
4 4-pole cable 

2. Cable length
xx desired length in m (e.g. 04 = 4 m)

Compensation lines

AGL1: Silicone cable (2 x 0.22 mm²) max. 200°C
AGL3: Thermo wire (can also be used as thermocouple)

glass silk, (2 x 0.5 mm²) max. 400°C
AGL4: Teflon screened twisted thermo wire,

(wire-Ø 0.2 mm) max. 250°C
AGL5: Thermo wire with glass silk braiding, 

(wire-Ø 0.2 mm) max. 400°C
AGL6: Teflon cable, screened – can also be used as thermo-

couple, (2 x 0.22 mm²), max. 250°C
1. 2.

AGL - -

1. Type
1 as per description
3 as per description
4 as per description
5 as per description
6 as per description

2. Cable length
xx desired length in m (e.g. 04 = 4 m)
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Round plug connector

Round plug connector 4-pin

Ordering code

Self-assembly

1.

KB04

1. Connector output
G straight
W elbow 90 °

Packaged

1. 2. 3. 4. 5.

K PU -

1. Cable material
PU PUR

2. Cable length
02   2 m
05   5 m
10 10 m

3. Shielding
N shielding not applied to coupling
S shielding applied to coupling

4. Connector output
G straight
W elbow 90 °

5. Shielding
A shielded

Round plug connector 4 / 5-pin

Ordering code

Self-assembly

1. 2.

KB

1. Number of pins
04 4-pin
05 5-pin

2. Connector output
G straight
W elbow 90 °

Packaged

1. 2. 3. 4. 5. 6.

PU -

1. Number of pins
K 4-pin
K05 5-pin

2. Cable material
PU PUR

3. Cable length
02   2 m
05   5 m
10 10 m

4. Shielding
N shielding not applied to coupling
S shielding applied to coupling

5. Connector output
G straight
W elbow 90 °

6. Shielding
A shielded

Round plug connector 5-pin

Ordering code

Self-assembly

1.

KB05

1. Connector output
G straight
W elbow 90 °

Packaged

1. 2. 3. 4. 5.

K05 PU -

1. Cable material
PU PUR

2. Cable length
02   2 m
05   5 m
10 10 m

3. Shielding
N shielding not applied to coupling
S shielding applied to coupling

4. Connector output
G straight
W elbow 90 °

5. Shielding
A shielded
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3 blue
2 white
1 brown

4 black

3 blue
2 white
1 brown

4 black
3 blue
2 white
1 brown

4 black
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3 blue
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1 brown

4 black
5 grey
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Clamping ring screw connection

Type Outside thread Clamp. ring-Ø Clamping ring 

GKV1

M8 x 1

1.5 mm
Teflon

GKV2 stainless steel 

GKV3
3.0 mm

Teflon

GKV4 stainless steel 

GKV5

G ¼

1.5 mm
Teflon

GKV6 stainless steel 

GKV7
3.0 mm

Teflon

GKV8 stainless steel 

GKV11
6.0 mm

Teflon

GKV12 stainless steel 

GKV9

G ½

6.0 mm
Teflon

GKV10 stainless steel

GKV13
8.0 mm

Teflon

GKV14 stainless steel 

GKV15 14.0 mm Teflon

Flat-pin connector, thermoelectric-voltage free

For ambient temperatures up to 200°C

Type Thermocouple

NST 1200 type K

NST 1700 type S

NKU 1200 O

U-coupling for in-
stallation in front 
panels

type K

NKU 1200 type K

NKU 1700 type S

For higher temperatures use ceramic plugs and coupling 
(upon request).

Immersion sleeve

EST01

Immersion sleeve for all 
probes without thread 
Standard: G ½, FL = 100 mm, outside-Ø = 6 mm: 
for probes with 5 mm Ø 

EST02

Immersion sleeve for all 
probes with G ½-thread
Standard: G ½ (internal/external), FL = 100 mm, outside-Ø = 8 mm: 
for probes with 6 mm Ø 

1. 2. 3. 4.

EST - - - -

1. Design type
01 for all probes without thread 
02 for all probes with G ½-thread

2. Thread 
00 standard G ½ 
xx desired thread upon request

3. Probe length
00 standard, FL=100 mm
xxx desired length upon request

4. Outside diameter
00 standard Ø = 6 mm (design type 01)

standard Ø = 8 mm ( design type 02)
xx desired diameter upon request

Heat conducting paste

GWL10G

Heat-conductive paste
for optimized heat transfer, 10 g in plastic syringe
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Converter / Counter

Panel meter OMNI-TA

External converter with the same data as the electronics; can be 
mounted directly on the primary sensor, but as an external 
panel-mounting variant with IP 67 housing.

Panel counter OMNI-C-TA

External counter with the same data as the electronics; can be 
mounted directly on the primary sensor, but as an external 
panel-mounting variant with IP 67 housing.

OMNI - Tropical model

This OMNI electronic option should be used where temperatures 
change quickly, or for external installations (the device is filled with 
oil, and thus prevents condensate formation in the electronics hou-
sing, even under adverse circumstances)

OMNI - Remote

Function is identical to OMNI-suburb. Connection to the sensor is, 
however, made by wire, and so the measurement point and display 
location can be apart

Counter OMNI-C-FIS

Universal counter directly on the base device. Automatic 
conversion of the unit (ml, litre, m³) therefore only four digits are 
sufficient!
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